ETL 1110-1-173
31 MAY 96

APPENDI X G
DESI GN AND CONSTRUCTI ON PACKAGES

The Corps design team or an A/ E under contract, prepares the
Desi gn and Construction package which consists of the Design
Anal yses and the Contract Docunments (plans and specifications).
Contractor requirenents regarding the preparation of
docunentation are incorporated into the specifications prepared
fromthe appropriate CEGSs.

Thi s Appendi x provi des guidance for the type of information
required, for preparation of a design and construction package
for a thermal desorption renediation project. As discussed in
the Introduction, it is not the intent of this docunent to
provi de a step-by-step procedure of this package, but rather to
provi de general guidance on the type of information that should
be provided in this package. The docunents used to prepare
specifications fall into two categories: <criteria (TMs, ER s
ETL's) and specifications (CEGS). Criteria docunents (TMs, ER s
and ETL's) are used to help prepare plans and specifications for
t he package and edited CEGSs are used in the construction
contract.

Al'l activities previously conducted on a project culmnate in
the preparation of a design and construction package. Since
thermal desorption specifications are generally performance based
rat her than design based, the anount of detail provided in the
package is subject to the discretion of the design engi neer
managi ng the project. There may be portions of the project that
are design based such as civil engineering conponents.

1. Design Analysis. The design analysis is prepared by the AE
or Corps design teamto docunent the design decisions. ER 1110-
345- 700 Design Anal ysis, establishes the requirenents and
procedures for preparation of design analyses for mlitary
construction projects. For the purposes of this docunent a
design analysis is defined as an assenbly of all functional and
technical requirenents, and all design provisions and

cal cul ations applicable to the project design.

The Design Analysis is produced concurrently with the project
Specifications, and is conplete prior to the contract being
awarded. Therefore, the Design Analysis should include only
generic thermal treatnent unit specifications, such as; types of
contam nants treated, range of feed rates, types of systens, and
generic renoval efficiencies of various contam nants will be used
to conduct the eval uation.
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Site specific selection criteria to be used in the design
anal ysis of a thermal desorption treatnent systemincl ude:

pretreatnment requirenents of the soil, concentrations and types
of contam nant(s) of concern in the soil, noisture content of the
soil, heat value of the soil, USGS soil classification,
origin/source of the contam nated soil, quantity (tonnage) of

soil to be thermally treated, analytical tests confirm ng status
of the soil as either hazardous or nonhazardous waste, treatnent
criteria for each paraneter/contam nant of concern after therma
desorption renedi ation, disposal requirenents for treated soil,
and anal ytical nethods required for each paraneter (U S. EPA,
1994). Al so, the Design Analysis should include criteria such as
thermal treatnent unit and support equi pnent | ocation,
pretreatment equi pnent |ocation, soil staging areas (treated and
untreated), and availability of utilities.

2. Treatability Studies. |In order to provide additional
information to potential bidders, a Treatability Study, or pilot
scale test, may be perforned on the site soils. These studies

i ncor porate various conbi nati ons of tenperature, retention tine
and contam nant renoval rates. Depending on the type of thernmal
desorption unit/process selected for non-fuel contam nated soils,
a treatability study, consisting of pilot scale test burn of the
soil material would be required to identify the exhaust gasses
resulting fromthe thermal process.

Results fromthe treatability studies are used to establish
system performance criteria to be net by the designated thernma
contractor. Based on this information, nodifications of an
existing thermal desorption unit's system operating paraneters
can be optimzed to neet the specified performance criteria.
System performance criteria is included in the performance
specification for the thermal treatnent unit for any and al
contractors to bid on.

3. Plans for Bidding and Construction. This section reviews
drawi ng i nformati on needed for preparation of a design and
construction package. For a thermal desorption renedi ation
project, the followi ng types of drawi ngs are essential for

bi ddi ng and constructi on:

° Title Sheet, and I ndex of draw ngs

o Vicinity Map and Location Pl an,

° Site Plan show ng existing ground el evations and
cont ours,
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° Site Plans showi ng | ocati ons of adjacent buil dings,

utility line | ocations, wetlands, and surface water

bodi es,
° Pl ans and Cross Sections showi ng extent of

contam nation, groundwater flow, direction and

el evati on,
o Plan indicating the |ocation of thermal treatnent

system soil stockpile storage, staging area for
treated and untreated soils, pretreatnent area
(materials handling), office trailers, other necessary
support equi prent,

° Pl an and Cross Sections showi ng the area and depths of
excavati on,

° Soil Stockpile Details,

° Pl an and Cross Sections showing the site after

remedi ation with final grading after backfill.

° Fl ow Di agram of the thermal treatnent process including
all pre/post treatnent process steps and all pre/post
sanpling points

EM 1110-1-1807 (Standards Manual for U S. Arny Corps of
Engi neers Conputer Ai ded Design and Drafting CADD Syst ens)
provi des standards and procedures for CADD uses and applications
and ER 1110- 345-710 (Draw ngs) details the requirenents and
procedures for preparation and approval of drawings for mlitary
construction projects.

In addition to the previously listed drawi ngs required for
preparation of a design and construction package, the anal ytical
test methods used to illustrate conpliance with: performance
specifications for soil treatnent, residuals fromthe therm
desorption treatnent system and air nethods to denonstrate
conpliance with air em ssions should also be identified. Table
G1lis a summary of typical nethods used in sanple analysis and
the appropriate nmethod required for the renedi ati on project
shoul d be included in CEGS 01554 Sanpling and Anal ysis
Requi renent s.
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TABLE G 1

Typi ca

Met hods

for Sanpling and Anal ysis

Consti t uent

Speci fications

Anal ytical Method

Solids Methods to Denonstrate Conpliance with Perfornmance

Tot al Petrol eum Hydr ocar bons

TCLP Extract Concentration

EPA 418.1
EPA 1311 (extraction), EPA
6010/ 7000 (netals), EPA of

metal s or organics 8240
(vol atile), EPA 8270 (sem -
vol atile), EPA 8080/8150
(pesti ci des/ her bi ci des)

Metal s Concentrati on

EPA 3050 (acid digestion), EPA
6010 (netal s)

(As, Ba, Cd, Cr, Pb, Hg, Se, Ag)

PCB EPA 8080
Mbi st ure Cont ent ASTM D 2216
Soil Bulk Density ASTM D 2937, or ASTM D 1556
or ASTM D 2922, or ASTM D 2167
USCS Soil Cdassification ASTM D 2487
Air Methods to Denonstrate Conpliance with Air Em ssions
St andar ds

CO, CO,, O,, Opaci ty, HC, NOx, SOx

Stack em ssions (continuous):

Cont i nuous Em ssions Mnitors

Stack em ssions (routine):

Mul tiple Metals Train by EPA
Met hod 29

Arsenic (total)

EPA Met hod 7060/ 7060 SW 846

Lead (total)

3020/ 7421

Stack em ssions (conpliance):

Mul tiple Metals Train by EPA
Met hod 29

Total Arsenic 7060/ 7060
Total Barium 3005/ 7080
Total Cadm um 3005/ 7130
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TABLE G- 1 (cont)
Typi cal Met hods
for Sanpling and Anal ysis

Consti t uent Anal ytical Method
Total Chrom um 3005/ 7190
Total Lead 3020/ 7421
Total Mercury 7470/ 7470
Total Sel eni um 7740/ 7740
Total Silver 7760/ 7760

Particul ate

EPA Met hod 5

HC EPA Method 5 with Na,CO,
i npi nger
Vol atil e VOST/ 0030, SWB46 5040

Base Neutral /Acid

EPA nodi fied Met hod 5/ 0010

Extract abl e SW846 3540/ 8270 | npi nger
(water) catches to be retained

for analysis

Pesti ci de EPA nodi fied Met hod 5/0010
SW846 3540/ 8080 I npi nger

(wat er) catches to be retained
for anal ysis

Di oxin (2,3, 7, 8- TCDD) EPA Modified Method 5/ 0010

SW846 3540/ 8280

Di oxi ns and Fur ans EPA Met hod 23

Ambient Air/Quality
Testing/ TWA Monitoring:

Benzene NI OSH 1501
Tol uene NI OSH 1501
Xyl enes NI OSH 1501
Napht hal ene Nl OSH 1501
Lead Nl OSH 1501
Arsenic NI OSH 1501
Chl or dane NI OSH 1501
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TABLE G 1 (cont)
Typi cal Met hods
for Sanpling and Anal ysis

Consti t uent Anal ytical Method
Ambi ent Air, Conpliance (EPA)

Vol atil e TO 14

Napht hal ene TO 13

Chl or dane TO 10

Di oxi ns TO-9

Lead 40 CFR 50 Appendi x G
Arseni c 40 CFR 50 Appendi x G
Particul at es 40 CFR 50 Appendi x G

4. Specifications. Specifics regarding the preparation,
processi ng and obtai ning approval for specifications are set
forth in ER 1110-345-720 Construction Specifications. A
publication entitled Index to Standard Specifications for G vil
Works Construction is issued quarterly as an aid in checking such
references in the civil works guide specifications. Three

i ndexes, Civil Wrks, Mlitary, and Abridged Mlitary are
avai |l abl e for CGuide Specifications. Depending on project

requi renents, these indexes could serve as an additional

i nformation source.

4.1 Corps of Engineers Guide Specifications and Criteria
Docunents. The project Specifications will be devel oped in
accordance with, but not limted to, the followng Iist of guide
specifications (CEGS). A guide specification for therm
desorption wth the CEGS nunber 02289 is currently (April 1996)
under devel opnent.

01110 Safety, Health, and Energency Response (HTRW UST)
01440 Contractor Quality Control
01450 Chem cal Data Quality Control
02210 G ading;
02288 Renedi ati on of Contam nated Soils and Sl udges by
I nci neration;
02445 Solidification/ Stabilization of Contam nated Materi al .
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USACE criteria docunments which provide detail for thermal
desorption renedi ation projects include, but not limted to, the
fol | ow ng:

° T™M 5-818-1 Soils and Geol ogy Procedures for
Foundati on Design of Buil dings and
Q her Structures (Except Hydraulic
St ruct ures)

° T™M 5-818-4 Backfill for Subsurface Structures

° ER 1110-1- 263 Chem cal Data Quality Managenent
for Hazardous Waste Renedi al
Activities

° ER 1110-345-700 Desi gn Anal ysi s

4.2 Specification Requirenents. The submttals requirenents of
the specifications should require the contractor to provide
technical information on the execution of the project including a
summary of experience and the technical approach to conpleting
the follow ng plans. After award of contract, the contractor
obt ai ns necessary permts and conpletes the project. The
followng bulleted itenms are relevant to the operation of therma
treatnent units and nay be part of a Renedial Action Wrk Plan.

° To ensure that the selected contractor addresses al
chem cal quality control nmanagenment details associated
with the site, and that all technical data generated is
accurate and representative, contractor submttals
regardi ng chem cal data quality should be produced in
accordance wth 01450 - Chemical Data Quality Control
Anal ysis prograns may include, but are not limted to
the following: soil sanpling program sanpling and
anal ysis of feed material, sanpling and anal ysis of
residuals fromtreatnent system sanpling and anal ysis
of thermal unit by products (e.g. scrubber water),
sanpling and anal ysis of exhaust gases, sanpling and
anal ysis of anbient air conditions at the perineter of
the site, sanpling and analysis of all of al
foundations or structures utilized in the renediation
before disposal, and characterization of soils for
restoration of the site.

As part of the SAP, the Contractor shall prepare a
Field Sampling Plan and a Quality Assurance Project
Plan in accordance with the USACE docunent EM 200-1-3
Requi renents for the Preparation of Sanpling and

Anal ysis Plans. These two itens shall provide a
conprehensive sanpling plan for all matrices sanpl ed,
identify the procedures to be used to obtain
representative data. The plan should contain a
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conprehensive sanpling plan for all matrices sanpl ed,
identify the procedures to be used to obtain
representative data. The plan should contain
descriptions of sanpling equi pnent, sanple containers,
sanpl e size, sanple preservation, sanple shipnment, and
sanpl e program organi zati on. The QAPP shall al so
describe the Quality Managenent Organization which wll
define the organi zation, and the authority and

responsi bility of persons perform ng quality managenent
activities.

Site, Safety and Health Plan. (CEGS 01110 Safety,
Heal t h, and Emergency Response (HTRW UST))

Contractor Quality Control Plan (CQC Plan CEGS 01440
Contractor Quality Control). This is a contractor
suppl i ed docunent which organi zes all neasurenent and
testing phases of the renediation starting fromthe
poi nt the contractor receives authorization to proceed.
The CQC Plan may be broken down into the foll ow ng
subsections: excavation, thermal desorption unit
erection (if on-site), thermal treatnent of

contam nated soils, backfilling, site restoration, site
closure, and quality control and quality assurance
oper ati ons.

The CQC Pl an nust denonstrate an understandi ng of the
site renedi ation project and sunmari ze the contractors
deci si on maki ng processes that inpact the eventual

cl eanup and cl osure of the site.

Thermal Treatnent Unit Operation. The Specifications
shal | include the conditions under which the thernal
desorption unit shall operate, as determned in the
Treatability Study or Denonstration Test. The
contractor is required to operate the thermal
desorption unit under conditions that are proven to
nmeet performance standards. The plan is broken down
into the follow ng subsections: normal operation,
systemoperating limts, waste feed cut-off system
normal start-up and shut-down procedures, energency
shut - down procedures, and systemalarns. The
Contractor shall also provide a Denonstration Test Pl an
whi ch details the procedures for conducting the Denp
Test, and the associ ated sanpling requirenents.

Material s Handling Plan. The contractor shall identify

and address issues concerning the handling procedures
for the residuals fromthe thermal treatnment unit which
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include: treated and untreated soil, scrubber water,
decon water, pretreatnent process water, stabilization
chem cal s, and APC resi dual s.

4.3 Project Specifications. In addition the follow ng
specifications are al so required:
o Concrete structure construction specifications (TTU
pad, decon pad, pre-treatnent pad),
° Desorption performance criteria (see Appendi x E)
anal ytical equi pnent, and process controls (see
Appendi x E)
° Cl osure (see Appendi x H)

The civil related specifications such as the excavati on,
backfill, pavenent and concrete structure construction are
detailed in the Corps of Engi neers CGuide Specification (CEGS)
seri es.

4.3.1 Support Systens and Utilities. Support systens required
for thermal desorption renmediation activity include: trailers for
contractor personnel and equi pnment, parking space for contractor
and site personnel, portable toilets, site security (if

requi red), communications (tel ephones, conputers, and fax

machi nes), contingency area for additional storage of soi
stockpil es, decontam nation area and a hazardous materials

st orage area.

Uility requirements include tel ephone Iines to the trailers,
el ectrical connection for thermal desorption treatnent process
power requirenents, heating, lights and conputers, and water for
decontam nati on and treatnent purposes, and natural gas
connections for thermal treatnment fuel requirenents.

4.3.2 Reporting Requirenents. Detailed reporting requirenents
shoul d be included in the appropriate project specifications
descri bed above. Reporting requirenents during the construction
activities should include, but not be limted to:

o Contractor Weekly Data Quality Control Report - This
report should contain as a mninum a discussion on the
| ocation of work, weather information, quality
managenent inspections and results, problens identified
during the work week and any corrective actions.

° Notification of Problem Report - This report should be
witten in the event a problemat the site occurs which
results unexpected in deviation fromthe schedul e.
Types of problens include unexpected difficulties with
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excavation and anal ytical |aboratory conflicts. The
report is intended to define the problem present a
corrective action plan, and identify inpacts on the
schedule. The report should be typically be witten
within 2 to 3 days of a significant incident.

Health & Safety Incident Report - This report should be
witten in the event an OSHA reportabl e accident or
i nci dent occurs.

Backfilling Reports - This report shall provide
execution details of the systematic plan devel oped in
the CQC Plan in which soils will be deened safe for
backfilling on site.

Thermal Treatnment Unit Bi-weekly Progress Reports -
These reports should docunment the contractor's progress
during all stages of thermal treatnent operations (i.e.
start-up, shakedown, and production burn). The
contractor shall also submit nonthly operating data
reports docunenting the operating data captured during
the nonth of operation.

Denonstration Test - These reports shall docunent the
findings and anal ytical results of the denop test.
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